1IC3000

The complete Development Tool Solution
for ARM based processors

iISYSTEM offers a complete tool sopuiposmrthe iC3000 ActiveEmulatorThelIG3©00 ActiveEmulator connects to the
embedded systems design and test foreeRMmdeith aniCARD JTAG interfacelfgrid&Blor Ethernet interfaces for fast comn
processors: The iTRACE GT, On-Chip Emulator BeRTitendnIDEA software operates unc
Two different levels of development systrasisie full-blown high—performancepg,@{ﬂ@pversions of Windows, includir
Z\?ilaé)le | On-fhigEgnulato(; f;)r Deb;mﬁem.h iC.Ca’TOF?EC,;cg\_/re_IE_hmulat%d@& %}, and Vista.

ip Emulator for Debug and Trace. g0 the i . The system supparts .
are basedoniSYSTEM'siC3000 Active&ahuigtpngridrough the JTAG interfacg?é%eérp%jes s.eamIeSSIyWIth alargevar
winIDEA, iSYSTEM's Integrated Delralopthemigh one singleinterface conne%/t%-r'ﬁ'b(ﬁ%np”ers' Interfaces to CASE
Environmentand Debugger. target system. The development systehstipalsas well as Real-Time-Oper
The On-Chip Emulator for Debug is the e@iyifieelccess, program / data/ OTM Ryt aRisare also avaitableNU based C
development system with full JTAG delprgfdapport compilerisincluded.
and high-speed flash programming. For this

iIC3000 with iCARD
On-Chip Debug Features
- JTAG Debug interface (Debug Legét:

- Non-Intrusive

- Realtime Access

- Fast Download

- ARM THUMB Support
- Unlimited Software Breakpoints

- Hardware Breakpoints

- Access Breakpoints

- Call Stack

- Realtime Access

- High-Speed Flash Programming(internal/external)
- MMU Support s

iC3000 ActiveEmulator
L iCARD JTAG interface a
ARM target system

Development Environmen

- Multicore Debug Support Z Sl
- Call Stack

- HLL Debugging (C++/C/ASN)
- SFR / Memory Window

-
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Z iITRACE GT for ARM

iIC3000 with iTRACE GT
On-Chip Debug and Trace Features

Debug: Trace:
- Single Interface Connection JTAG and -1 GB Trace Memory(iTRACE GT)
ETM (Debug Levels 1.8 ...5V) - 256M Frames typically
- Maximum CPU Frequency supported -10ns Time Stamp
- Non intrusive - 16 AUX inputs
- Fast Download On Chip Trace Features:
- Unlimited Software Breakpoints - Program, Data and OTM Trace
- Hardware Breakpoints - On-Chip Trigger and Qualifier Support
- Access Breakpoints - Break on Trigger
- Realtime Access - Trigger Input/Output
- High-Speed Flash Programming(internal/externaBxecution and OTM Profiler
- MMU Support - Execution Coverage
- Multicore Debug Support - Profiling
- Call Stack - Upload while sampling
- HLL Debugging (C++/C/ASN) - Backtrace

- SFR / Memory Window

-
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