1IC3000

The complete Development Tool Solution

for Freescale Coldfire
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iC3000 with iCARD
On-Chip Debug Features
- BDM Debug Interface (Debug Levels 1.8 ...5V)
- Maximum CPU Frequency supported
- Non intrusive
- Fast Download
- Unlimited Software Breakpoints
- Hardware Breakpoints
- Access Breakpoints

- Call Stack
- High-Speed Flash Programming(internal/external)
- eTPU Debug Support XV
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1IC3000

The complete Development Tool Solution
for Freescale Coldfire

iISYSTEM offers a complete tool soidBOOOféctiveEmulator is equipped witi aa iCABID ActiveEmulator connects to the
embedded systems design and test for tBOMeewrtdee for Coldfire. The debuggiby fé@BimmsEthernet interfaces for fast comn
Coldfire family: include alsofulleTPU support. tionThe winIDEA software operates unc
Two different levels of development systerinaCaip Emulator Debug and Tragggp@i&iflversions of Windows, includir
available - On-Chip Emulator for DebuglamehCmigh-performance developmenﬁocdé'f% and Vista.

Chip Emulator for Debug and Trace. Ba@8§@i#xotsve Emulator is connected to }HentigRrA?e% seamlesslywithalarge var
arebasedoniSYSTEM'siC3000 ActiveEROlator &FdCE GT unit with the Coldfire probe. '?he i
winIDEA, iISYSTEM's Integrated Desysdtggmesuipports debugging through {ﬁg)gbk}pmpllers. Interfaces to CASE
Environmentand Debugger. interface and On-chip Trace through ofSEis as well as Real-Time-Oper
The On-Chip Emulator for Debug is the ietérjalesatonnection to the target sysey&terng are also avaitableNU based C
development system with full BDM debderalipporent system supports real-tinemgtasssincluded.

and high-speed flash programming. In tiiszaseathdata/ OTM trace and a profiler.

iIC3000 with iTRACE PRO/GT
Add/on Debug and Trace Features comparing to iCARD
- Single Interface Connection BDM-Trace
-1 GB Trace Memory(iTRACE GT)
- 16 MB Trace Memory(iTRACE PRO)
- 256M(GT) / 2M(PRO) Frames typically
-10ns Time Stamp
-16 AUX inputs

On Chip Trace Features (Coldfire):
- Program, Data and OTM Trace
- On-Chip Trigger and Qualifier Support
- Break on Trigger
- Trigger Input/Output
Execution Profiler A

On Chip Trace Features (eTPU):
- Program, Data and OTM Trace

- On-Chip Trigger and Qualifier Support
- Break on Trigger
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